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Technical Data
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MATERIALS:
Cabinet — 18-8, type-304, heavy-gauge stainless steel. All-welded construction.

Paper Towel Tray — 18-8, type-304, heavy-gauge stainless steel with satin finish. Equipped with two self-closing piano-hinged 
panels. Capaci ty: 600 C-fold or 800 multifold paper towels.

OPERATION:
Paper towel dispenser will dispense C-fold or multifold paper towels without adjustment or the use of adapters. Only the paper 
towel tray is visible when properly installed. Unit is loaded from bottom by pushing towels up through self-closing panels of 
paper towel tray.

Designer's Notes: Model B-318 is designed for installation in wall prior to installation of surface-mounted framed or unframed 
mirror (not furnished as part of Model B-318). Bobrick B-290 Series stainless steel angle-frame mirrors are suggested for 
installation in combination with Model B-318. For standard installations, it is recommended that the unit be located between two 
lavatories. Installation in a non-mirror side wall is recommended where access is needed by physically disabled persons.

INSTALLATION:
Provide framed rough wall opening 12'' (305mm) wide; height should be at least 24-1/4" (615mm), allowing 6" (152mm) 
minimum recess space below unit for access to towels. Minimum recessed depth required is 4-1/2" (114mm) plus thickness of 
wall finish. Allow cleara nce for construction features that may protrude into rough wall opening from opposite wall. Coordinate 
with mechanical engineer to avoid pipes, vents, and conduits. Mount unit in wall opening with shims between framing and 
mounting tabs at four points indicated by an S, then secure unit to framing with #8 x 1¼'' (4.2 x 32mm ) sheet-metal screws (not 
furnished).

SPECIFICATION:
Recessed paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall have satin 
finish. Paper towel tray shall be equipped with two self-closing piano-hinged panels. Unit shall dispense 600 C-fold or 800 multi-
fold paper towels without adjustment or use of adapters.

Recessed Paper Towel Dispenser shall be Model B-318 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

RECESSED
PAPER TOWEL

DISPENSER
(with Towel Cabinet Concealed in Wall)

B-318

Rough Wall Opening
12" (305mm) wide

18-1/4" (465mm) high to accept cabinet height plus
6" (152mm) minimum clearance below cabinet
4-1/2" (114mm) minimum recessed depth plus

thickness of wall finish

B-318
AÇO INOXIDÁVEL ACABAMENTO ESCOVADO
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DISPENSADOR DE TOALHAS
DE ENCASTRAR

ESPECIFICAÇÕES
O dispensador de toalhas de encastrar é em aço inoxidável 
tipo AISI304, com construção soldada; as superfícies expos-
tas têm acabamento em aço escovado. O tabuleiro é equipa-
do com dois painéis auto-fechantes fixos por dobradiças tipo 
piano. A unidade dispensa 600 toalhas de papel C-fold ou 800 
multifold sem ser necessário ajustes ou o uso de adaptado-
res.

MATERIAIS
Cabine: Fabricada em aço inoxidável 18-8S tipo AISI 304. 
Construção soldada.
Tabuleiro de Toalhas de Papel: Aço inoxidável 18-8 S, tipo 
AISI 304, com acabamento escovado. Equipado com dois 
painéis que se fecham sozinhos presos com dobradiças tipo 
piano. Capacidade para 600 toalhas de papel C-fold ou 800 
multifold.

OPERAÇÃO
O dispensador de toalhas dispensa toalhas de papel C-fold ou 
multifold sem ser necessário ajustes ou o uso de adaptado-
res. Se bem instalado, só é visível o tabuleiro das toalhas. A 
unidade é carregada por baixo empurrando as toalhas para 
cima através dos painéis auto-fechantes do tabuleiro de pa-
pel. Notas do fabricante: O modelo B-318 é desenhado para 
ser instalado na parede antes de se instalar os espelhos com 
ou sem moldura (não fornecido como parte do modelo B-318). 
A Bobrick sugere os espelhos Bobrick B-290 para instalação 
em combinação com o modelo B-318. Para instalações stan-
dard é aconselhável que a unidade fique localizada entre dois 
lavatórios. É recomendada a instalação em parede lateral 
sem espelho quando o acesso é para ser efectuado por pes-
soas com deficiências físicas.

INSTALAÇÃO
É necessária uma abertura na parede de 305 mm de largura 
por (pelo menos) 615 mm de altura, deixando um espaço mí-
nimo de 152 mm a baixo da unidade para acesso às toalhas. 
A profundidade mínima requerida é de 114 mm mais a espes-
sura do acabamento da parede. Coordene com o engenheiro 
mecânico de forma a evitar canos e condutas Monte a uni-
dade na abertura da parede com shims entre a estrutura e 
as protecções nos pontos (4) assinalados com S. Em seguida 
prenda a unidade com parafusos de metal (M4.2 x 32 mm). 
Parafusos não fornecidos.

Tabuleiro de Toalhas de Papel
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