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DISPENSADOR DE TOALHAS
DE ENCASTRAR

ESPECIFICAÇÕES
O dispensador de toalhas de encastrar é em aço inoxidável 
tipo AISI 304, com construção soldada; as superfícies expos-
tas têm acabamento em aço escovado. A porta (1.2mm) de 
extremidades com curvas de 90º, é fixa à cabine com uma 
dobradiça, a todo o comprimento, oculta, em aço inoxidável 
tipo piano e equipada com um limitador de balanço da porta, 
em aço inox. A unidade dispensa 300 toalhas de papel C-fold 
ou 400 multifold sem ser necessário adaptadores adicionais 
ou tabuleiros.

MATERIAIS
Cabine: Fabricada em aço inoxidável 18-8S tipo AISI 304. 
Construção soldada. Superfícies expostas com acabamento 
escovado.
Porta: Aço inoxidável tipo AISI 304 (1.2 mm), acabamento 
escovado. Extremidades com curvas de 90º para máxima ri-
gidez. Presa à cabine com uma dobradiça, a todo o compri-
mento, oculta, em aço inoxidável tipo piano. Equipado com um 
limitador de balanço da porta, em aço inox.
Dispensador de Toalhas de Papel: Aço inoxidável 18-8 S, 
tipo AISI 304 (0.8mm). Capacidade para 300 toalhas de papel 
C-fold ou 400 multifold.

OPERAÇÃO
O dispensador de toalhas dispensa toalhas de papel C-fold 
ou multifold sem ser necessário ajustes ou o uso de adapta-
dores. O limitador de balanço da porta previne o estrago dos 
acessórios de casas de banho, bem como das paredes.

INSTALAÇÃO
É necessária uma abertura na parede de 290 mm de largura 
por 440 mm de altura. A profundidade mínima requerida é 
de 95 mm. Coordene com o engenheiro mecânico de forma a 
evitar canos e condutas Monte a unidade na abertura da pa-
rede com calços entre a estrutura e as protecções nos pontos 
assinalados com S. Em seguida prenda a unidade com para-
fusos de metal fornecidos.

The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. B-35903 r6/30/15 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions. © 2015 by Bobrick Washroom Equipment, Inc.
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TOWEL DISPENSER

MATERIALS:
Cabinet — 18-8, type-304, heavy-gauge stainless steel. All-welded construction. Exposed surfaces have satin fi nish.

Door — 18-8, type-304, 18-gauge (1.2mm) stainless steel. 9/16" (14mm) 90° return edges for maximum rigidity. Secured to 
cabinet with a concealed, full-length stainless steel piano-hinge. Equipped with a stainless steel cable door-swing limiter and 
friction catch.

Paper Towel Dispenser — 18-8, type-304, 22-gauge (0.8mm) stainless steel. Capacity: 300 C-fold or 400 multifold paper  
towels.

Optional: Order Bobrick Part No. 369-130 TowelMate® available as an optional accessory. TowelMate accessory allows for  
paper towels to dispense one at a time without bulging or sagging, or falling through the towel tray opening. The 90 degree 
return on the towel guide prevents paper towels from falling forward and out when the door is opened for servicing. 

OPERATION:

Paper towel dispenser accommodates C-fold and multifold paper towels without adjustment or use of adapters. Door-swing 
limiter prevent damage to washroom accessories and walls.

INSTALLATION:
Provide framed rough wall opening 11-1/2" wide x 17-1/4" high (290 x 440mm). Minimum recessed depth required from 
fi nish face of wall is 3-3/4" (95mm). Allow clearance for construction features that may protrude into rough wall opening 
from opposite wall. Coordinate with mechanical engineer to avoid pipes, vents, and conduits in wall. Mount cabinet with 
shims between framing and cabinet at all points indicated by an S, then secure unit with sheet-metal screws furnished by 
manufacturer.

SPECIFICATION:
Recessed paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall have satin 
fi nish. Door shall be 18 gauge (1.2mm); have 9/16" (14mm) 90° return edges; be secured to cabinet with a concealed,  
full-length stainless steel piano-hinge; and equipped with a stainless steel cable door-swing limiter and friction catch. Paper 
towel dispenser shall be able to dispense 300 C-fold or 400 multifold paper towels without adjustment or adapters.

Recessed Paper Towel Dispenser shall be Model B-35903 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

Rough Wall Opening
11-1/2" (290mm) wide
17-1/4" (440mm) high

3-3/4" (95mm) minimum
recessed depth
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Tabuleiro de
Toalhas de Papel

Face da Parede

Dobradiça
tipo piano 

Porta


